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Panel cover and buttons 
available in White or Silver.

Bright LCD colour display. 

LED status indicators.

Customisable text & icons.

Scene programming via 
buttons. No external 
software or PC reqiured.

240 volt powered.

Adjustable off delay time.

Internal DALI power supply.

DALI Scene Panel features
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Customisation of lighting scenes at your finger tips.

- adjustment of lighting scenes to suit the environment 
- internal libary for creation of label text and icons to                          
   reflect the scene 

Simplicity  is the key product design principle.

- custom lighting scenes
- daylight harvesting 
- presence sensing 
- automatic lighting control 
- manual dimming
- easy operation 

Durability in design to last with a backing of a 2 year 
warranty on hardware buttons.

- buttons designed to withstand every day use 
- simple replacement of fascia or buttons should it be   
   needed 

Operation through physical buttons with LED indicators.

- activation of configured lighting scenes
- manual up and down dimming
- delayed off sequence 

Setup screens allow the installer or end user to modify the 
panel parameters and features to suit the application.

- modify the input devices
- configure remote control
- reset the settings

Passcode  security protection to prevent tampering of 
configuration settings .

- press a unique button combination to open setup screens
- 4 digit passcode to enable access for modifications 

Delay Off  sequence to dim the lighting until off.

- to provide the end user sufficient lighting levels to vacate the 
   area
- configurable delay between 20 seconds to 10 minutes

Commissioning of DALI lighting without the need for external 
hardware or software. 

- built-in commissioning tools 
- automatic addressing of DALI lights
- addressing of newly added DALI lights 
- grouping of DALI lights for scenes 

Digital Inputs to enable inputs from either presence sensors or 
3rd party systems (such as AV).

- presence sensor input for automatic on and off operation of 
  the lighting 
- third party, such as audio visual, system input for remote 
  operation

Daylight Harvesting  via DALI light sensor on a DALI input
Bus for natural light compensation.

- perimeter dimming
- compatible DALI light sensor required 

The DALI Scene Panel is an unique product in design and functionality
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Set up input characteristics 
(sensors and/or other 
systems).

Address all connected DALI 
devices automatically.

Assign lighting into 
DALI groups.

Programming complete and 
ready to use.

Passcode security to 
access the setup.

Set up lighting 
scenes to the 
DALI lighting.

Customise on-screen text and icon 
labels to match customised scenes.

General Setup

Programming Instructional Videos
https://vimeo.com/173300697
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240 v

Remote Control 
(optional)

DALI lux sensor  

Presence Detector  

240 v Supply 

DALI Ballasts Light Fittings

Master  
Slave
(optional)

Connection layout

DALI Relay
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• Australian style cover plate available in white and silver

• 240VAC standalone device

• Controls up to 40 DALI devices

• No external power supply or hardware required

• Full colour LCD display

• Push button scene panel for control of DALI lighting

• Button LED indicators

• DALI group addressing and control

• 2 fixed and 6 user configurable lighting scenes

• Configurable scene labels and icons

• Adjustable lighting off delay

• Optional occupancy detection sensor input (via compatible BIC occupancy sensor)

• Optional third party system input

• Optional daylight harvesting sensor input (via compatible BIC DALI light sensor)

• Optional master and slave switch configuration

118 mm 

76mm 

Wall Box

24mm 

70 mm 

Dimensions

Features and functions

48 mm 

84 mm 

Side ViewBack View

12 mm 
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Display TFT LCD

Colour 26 K

Display resolution 240 x 400 pixels

Power Supply 230 VAC

Operating temperature 0 to + 45 °C

Humidity 5 - 90 RH %

Size 119 x 76mm

Mounting 84mm centres Australian standard cover plate

IP rating IP20

Dimensions L 115 x W 75 x D 35mm

Interface BUS DALI protocol (short string)

DALI bus power current 90 mA

DALI output bus voltage 13 - 15 volt

DALI input bus voltage 9.5 - 22.5 volt

Remote control Optional

Screen text Max 10 characters (per label)

RTC +/- 10 seconds per week

EMC directive EN 60669-2-1 clause 26

 Technical Data
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