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Technical Data

Model No. JP-05

Mains voltage 220-240VAC

Stand-by power 50/60Hz <1W

Load ratings

Capacitive 800W

Resistive 1600W

Warming-up 30s

Cut Out 65-72mm

Safety and EMC EMC
Standard (EMC) Safety EN55015, EN61000

Safety Standard (-7%) EN60669-1, 
EN60669-2-1

Certification Semko, CB, CE, 
EMC, RCM

Sensor Data

Model No.

Sensor Principle

Detection Range

Detection Angle

Mounting Height

JP-05

PIR detection

10m 

360°

5m (maximum)

Environment

Operation Ta: -20˚C ~ +50˚C

Temperature IP Rating IP20

 DATA SHEET

JUPITER SERIES 
JP-05

 DATA SHEET

JUPITER SERIES 
RR-753
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Accessories

Mechanical Structure

Surface Mount Box: JP-05PS

JP-05

HRC-11

Ø 7
8

Ø 94

Wiring Diagram
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Technical Data

Model No. RR-753

Mains voltage 220~240VAC

Stand-by power 50/60Hz <1W

Load ratings

Capacitive 400W

Resistive 1200w

Warming-up 30s

Safety and EMC EMC
Standard (EMC) Safety EN55015, EN61000

Standard (LVD) EN60669-1, 
EN60669-2-1, CE

Certification EMC, RCM

Sensor Data

Model No. RR-753

Sensor Principle Radar detection

Detection Range 8m

Detection Angle 360 deg

Mounting Height 4m (maximum)

Dimensions 76 x 75mm

Remote Control NA

Default Settings 12 min Full Sun

Body Construction PC

Terminals Scew Type

Lux Range 10-2000

Time Range 10s-12 min

Rcm E3876

Warranty 1 year

Country Of Manufacture ROC

Environment

Operation Ta: -20˚C ~ +50˚C

Temperature IP Rating IP20

Applications
Bathrooms were there are concealed areas.
Areas that are exposed to draft and high wind. 

These sensors are designed to have the light 
switch if required on the load side of the sensor. 
Not on the supply.

It is important that the sensor is located centrally 
in the room as these sensors detect through walls.

Wiring Diagram
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8m Radar Sensor10m Medium Range Sensor

Applications
Medium range sensor for home and small to 
medium office spaces. With a detection range up 
to 10m, with an installation height up to 5m.

With both settings being able to be set but a 
rotary switch and remote control this sensor is 
easy to setup.

Tangential movement 10m

Radial movement 8m 

3m

Tangential movement 8m

3m




