
LUXA 103 presence detectors
For both indoors and outdoors  
The new definition of standard

Building Automation since 1921
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More than standard 
in colour and function
Highlights at a glance 

Surface-mount frame grey, LUXA 103 GR 
Item number 9070844

Surface-mount frame black, LUXA 103 BK 
Item number 9070843

Theben LUXA 103 presence detectors are the versatile device family for efficient ligh-
ting and HVAC control both indoors and outdoors. The devices with a circular detection 
area are ideal for use in individual and open-plan offices, meeting rooms, storerooms, 
basements and toilets. LUXA 103 corridor sensors with a rectangular detection area 
control the lighting in corridors, walkways and hallways. Thanks to the black, white 
and grey colour variants, the surface-mounted devices blend seamlessly into any  
interior or exterior design concept.
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A �Elegant, timeless, flat design
A	�Convenient setting via an app and remote control, 

only remote control or potentiometers
A	Simple installation and wiring 
A	�Surface-mounted device, combination device for  

ceiling installation and flush mounting 
A	�Corridor sensors with matching design
A	Device variant with second channel for HVAC control
A	�Can be networked with other LUXA 103 devices or 

the theMura slave
A	�Integrated button input
A	�Perfect for high LED switching loads
A	�Protection class IP 54 for outdoor areas and wet 

rooms
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Highly durable: 
optimised for 
LEDs

LUXA 103 presence detectors 
enable switching of high LED 
loads of up to 400 W thanks 
to zero-cross switching. The 
results: wiring is reduced 
and you can control a large 
number of lights. 

More versatile  
than ever

Perfect for walk- 
ways: LUXA 103  
corridor sensors

The LUXA 103 presence 
detector is also available in 
special versions with a rec-
tangular detection area for 
use in corridors, walkways 
and hallways. This means 
you reduce the number of 
devices required and benefit 
from a consistent design for 
all detectors in the building. 

LUXA 103 
Simply offers more 
Diverse functions and benefits

Whether you require ceiling 
or flush-mounted installation: 
the design of the LUXA 103 
as a practical combination 
device ensures maximum  
flexibility in use. Additional 
accessories are not required 
for installation. You also see 
a reduction in expenditure 
for storage and product  
management.

Two in one: combi- 
nation devices for 
ceiling installation

2in1

Would you like to control  
heating, air conditioning and 
ventilation applications when 
presence is detected as well 
as lighting? No problem:  
simply use the 2nd channel 
of the LUXA 103 presence 
detector.

HVAC control  
included: via the 
2nd channel

HVAC

Clever and safe: 
IP 54 protection 
rating

Protection class IP 54 means 
that all LUXA 103 presence 
detectors can also be used  
in wet rooms and outdoors 
without any issues. The high- 
light is the clever rubber 
coating of the cable inlet for 
surface-mounted versions. 
This ensures that the cable 
access into the device is 
optimally protected from 
moisture.

P

LUXA 103 presence detec-
tors can be networked with 
other LUXA 103 devices or 
the theMura slave wall de-
tector. For example, you can 
combine ceiling and wall 
sensors and considerably  
expand the detection area 
for lighting/HVAC control.

There’s more: via 
parallel switching
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Even more 
flexible: with the 
button input

The integrated button input 
also enables manual overri-
de or semi-automatic cont-
rol. This gives you peace of 
mind if there are any special 
requirements. 

An overview  
of additional 
comfort  
functions

Teach-in  
function 

Lighting conditions change 
quickly – so it’s good when 
you can simply save them 
when they are exactly how 
you want them. With the 
teach-in function, the cur-
rent lux value can be per-
manently saved. It couldn’t 
be easier.

Practical  
pulse function

The pulse function allows 
the presence detectors to be 
built into existing electrical 
installations with staircase 
light timer switches or KNX 
binary inputs without the 
need for expensive adjust-
ments.

Practical  
test function 

You can use the test functi-
on to reliably check the de-
tection area of the presence 
detector and restrict it if 
necessary.

Semi or fully 
automatic  
operation

LUXA 103 presence detec-
tors can be used fully auto-
matically or semi-automati-
cally with manual light 
switch-on. 

Staircase light 
function

When the staircase light 
function is activated, the 
light cannot be switched off 
manually. This ensures that 
no one is left in the dark.

Area restriction

The detection area can be 
individually restricted with 
practical cover clips.
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LUXA 103
Automatic lighting control
Application examples

5 m

4 m

Individual offices
For energy-saving lighting control that 
reliably switches off the light when  
leaving the office (e.g. for meetings).  
In addition to energy savings, the  
presence detectors from the LUXA 103 
series offer high reliability for users.

Installation height 3 m

Large offices
Enjoy maximum flexibility and use the 
devices in larger office spaces with ease 
thanks to the integrated button input and 
the option for parallel switching with 
other LUXA 103 devices or the theMura 
slave wall detectors.

Installation height 3 m

18 m

27 m

Staircases
The pulse function allows the presence  
detectors to be built into existing electrical 
installations with staircase light timer  
switches without the need for expensive 
adjustments.

8.7 m

9 m

Installation height 3 m

27 m

18 m

Montagehöhe 3 m

4 
m

5 
m

M
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 3
m

4 
m

5 
m
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Changing rooms
For reliable, presence-based lighting cont-
rol in changing rooms with showers, a high 
protection class is absolutely essential.  
This is because in these kinds of facilities, 
presence detectors are at risk of being  
exposed to splash water. The entire  
LUXA 103 series has a protection rating  
of IP 54 for use in wet rooms.

Installation height 3 m

Toilets
For enclosed spaces, we recommend:  
LUXA 103 S360-101-12 DE-UP WH 
LUXA 103 S360-101-12 AP WH 
Simply use the 2nd channel for  
ventilation control. 3 m

6 m

Halls
LUXA 103 corridor sensors with a rectan-
gular detection area feature one channel 
for lighting control and are available as a 
surface-mounted device as well as a com-
bination device for ceiling installation/
flush mounting:

LUXA 103 S360-100-28 DE-UP WH 
LUXA 103 S360-100-28 AP WH 

3 m

16 m Installation height 3 m

3 m

6 m

3 
m

56 m

10 m

8 m8 m

Montagehöhe 2–4 m 

8 m

8 m8 m
   Installation height 3 m
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IP 54 for 
outdoor use

Protection class IP 54 means that all LUXA 103 
presence detectors can also be used outdoors wi-
thout any issues. Covered building entrances or 
covered terraces and balconies are illuminated 
when movement is detected. 
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As a member of the European sensNORM 
association and quality label, Theben – 
together with other industry represen- 
tatives – is committed to more transpa-
rency, improved quality and more reliable 
planning options for motion and presence 
detectors in the field of automation.  
Products bearing the sensNORM quality 
label have been tested according to stan-
dardised test specifications, thus allowing 
customers to make a reliable comparison 

across manufacturers. The measuring 
method according to sensNORM has es-
tablished itself as an industrial standard 
and was included in the European stan-
dard IEC 63180. 

The measured detection areas according 
to sensNORM can be found in the data 
sheets of the respective products.

Planning security
with sensNORM

Planning software
for safe detector positioning

The Relux light simulation tool, which is usually available free of 
charge, is useful for ensuring that lighting is positioned, used 
and controlled correctly right from the start. Relux offers pro-
fessional planning software for development and implementati-
on of complex lighting control tasks. The software for planners, 
architects and light designers is based on lighting solutions from 
various manufacturers and is valued by its users around the glo-
be. Theben is a Relux member in the sensors product group.  
More info at www.relux.com

light simulation tools

The RED CAD planning software can be used to create plans 
professionally and efficiently. Thanks to the integrated icon  
library with proven Theben motion and presence detectors,  
the detection areas can be quickly and reliably incorporated  
into plans.  
More info at www.redcad.de
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The theSenda Plug app  
for presence and motion detectors

It is particularly easy to program LUXA 103 presence detectors. 
The best way to do this is to use the theSenda B remote control 
in combination with the free theSenda Plug app. The parame-
ters entered are sent by Bluetooth to the theSenda B remote 
control and from there are transmitted by infrared to the detec-
tor. This allows all LUXA 103 devices to be configured and ope-
rated easily, quickly and safely. Do you prefer a classic approach 
to programming? Then simply use the integrated potentiometers 
to configure the device.

Flexible parameter setting means that parameter sets can be 
saved specifically according to the customer, be filed in 
parameter libraries or be established exter-nally and imported. 
This means that identical parameters can be set quickly, even in 
larger properties with many detectors.

Easy programming 
via app and remote control

Actual size just 13.5 mm!
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This is how customised detector 
installation can be!

Simple installation and wiring

LUXA 103 presence detectors essentially redefine simple installation and wiring. The connectors of the surface-mounted devices 
are installed in the surface-mount frame according to the plug-in socket principle. The plug-in terminals of the ceiling and 
flush-mounted devices have been integrated at a 45° angle. Both simplify installation and wiring significantly, which in turn reduces 
installation costs. Small measures with a big impact. Typical Theben!

As with a socket, the connectors of the LUXA 103 surfa-
ce-mounted devices are installed in the surface-mount frame.

The plug-in terminals of the ceiling and flush-mounted devices 
have been integrated at a 45° angle. This makes it much easier 
to install the cables in the device. 

Remove springs and contact protectionCeiling opening Ø 60 mm

Springs 
at the top

Ceiling installation Flush mounting Surface mounting

61 mm

Actual size just 13.5 mm!
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The detection areas 
of the LUXA 103 device family 
of presence detectors and corridor sensors

■	 Stationary
■	 Moving head-on to the detector
■   Diagonally to the detector
Installation height: 3 m

Corridor sensors  
(rectangular detection area)

Presence detectors  
(circular detection area)

5 m
6 m

5 m

7 
m

14
 m

■   Diagonally to the detector
■	 Moving head-on to the detector
Installation height: 3 m

12 m

12 m

5 m

12 m

6 m
5 m

5 m
12 m

7 
m

14
m

5 
m

12 m

5 m

12 m

6 m
5 m
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Surface, flush or ceiling installation? 
Anything is possible!

Surface mounting

LUXA 103 surface-mounted devices 
feature a gleaming decorative ring 
which seamlessly blends into any colour 
scheme. The surface-mount frames and 
decorative rings are also available in 
black and grey (see accessories).

Ceiling installation/ 
flush mounting

LUXA 103 presence detectors with a circular detection area are 
available as a combination device for ceiling installation or flush 
mounting with one (lighting) or two channels (light/HVAC). To 
convert the ceiling detector into a flush-mounted detector, simply 
remove the springs and the contact protection cap and install 
the device in a flush-mounted box using the enclosed mounting 
frame.

Can be converted from  
ceiling to flush-mounted!

Can be converted from  
ceiling to flush-mounted!

Corridor sensors

LUXA 103 corridor sensors with a rectangular detection area 
feature one channel for lighting control and are available as a 
surface-mounted device as well as a combination device for 
ceiling installation/flush mounting.
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Technical information  
All important information  
at a glance

Features LUXA 103  
S360-100-12 DE-UP WH

LUXA 103  
S360-101-12 DE-UP WH

LUXA 103  
S360-100-12 AP WH

LUXA 103  
S360-101-12 AP WH

LUXA 103  
S360-100-28 DE-UP WH

LUXA 103  
S360-100-28 AP WH

Item number white (WH) 1030052 1030053 1030062 1030063 1030072 1030082

Lateral detection area* Circular, Ø 12 m Circular, Ø 12 m Circular, Ø 12 m Circular, Ø 12 m Rectangular 28 x 5 m Rectangular 28 x 5 m

Type of installation Ceiling installation or flush mounting Ceiling installation or flush mounting Surface mounting Surface mounting Ceiling installation or flush mounting Surface mounting

Channels 1 lighting 1 lighting, 1 HVAC 1 lighting 1 lighting, 1 HVAC 1 lighting 1 lighting

Installation height 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m

Detection angle 360° 360° 360° 360° 360° 360°

Operating voltage 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz

Power consumption Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W

Brightness setting range 5–1000 lx 5–1000 lx 5–1000 lx 5–1000 lx 5–1000 lx 5–1000 lx

Light time delay Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min

LED lamps 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9)

HVAC channel switching load - 50 W - 50 W - -

HVAC delay time - 0 s–10 min - 0 s–10 min - -

HVAC time delay - 10 s–120 min - 10 s–120 min - -

Terminals Plug-in terminals Plug-in terminals Screw terminals Screw terminals Plug-in terminals Screw terminals

Protection rating IP 54 (when installed) IP 54 (when installed) IP 54 IP 54 IP 54 (when installed) IP 54

Permissible ambient temperature –25°C to +55°C –25°C to +55°C –25°C to +55°C –25°C to +55°C –25°C to +55°C –25°C to +55°C

Remote operation Yes Yes Yes Yes Yes Yes

Teach-in Yes Yes Yes Yes Yes Yes

Test detection area Yes Yes Yes Yes Yes Yes

Optional accessories

Surface-mount frame black, LUXA 103 BK (item number 9070843) No No Yes Yes No Yes

Surface-mount frame grey, LUXA 103 GR (item number 9070844) No No Yes Yes No Yes

theSenda S remote control (item number 9070911) Yes Yes Yes Yes Yes Yes

theSenda P remote control (item number 9070910) Yes Yes Yes Yes Yes Yes

theSenda B remote control (item number 9070985) Yes Yes Yes Yes Yes Yes

* Details at an installation height of 3 m

Can be converted from  
ceiling to flush-mounted!

Can be converted from  
ceiling to flush-mounted!
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Features LUXA 103  
S360-100-12 DE-UP WH

LUXA 103  
S360-101-12 DE-UP WH

LUXA 103  
S360-100-12 AP WH

LUXA 103  
S360-101-12 AP WH

LUXA 103  
S360-100-28 DE-UP WH

LUXA 103  
S360-100-28 AP WH

Item number white (WH) 1030052 1030053 1030062 1030063 1030072 1030082

Lateral detection area* Circular, Ø 12 m Circular, Ø 12 m Circular, Ø 12 m Circular, Ø 12 m Rectangular 28 x 5 m Rectangular 28 x 5 m

Type of installation Ceiling installation or flush mounting Ceiling installation or flush mounting Surface mounting Surface mounting Ceiling installation or flush mounting Surface mounting

Channels 1 lighting 1 lighting, 1 HVAC 1 lighting 1 lighting, 1 HVAC 1 lighting 1 lighting

Installation height 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m 2.5–3.5 m

Detection angle 360° 360° 360° 360° 360° 360°

Operating voltage 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz 230 V AC, 50 Hz

Power consumption Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W Approx. 0.5 W

Brightness setting range 5–1000 lx 5–1000 lx 5–1000 lx 5–1000 lx 5–1000 lx 5–1000 lx

Light time delay Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min Pulse, 15 s–30 min

LED lamps 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9) 400 W (cos ϕ ≥ 0.9)

HVAC channel switching load - 50 W - 50 W - -

HVAC delay time - 0 s–10 min - 0 s–10 min - -

HVAC time delay - 10 s–120 min - 10 s–120 min - -

Terminals Plug-in terminals Plug-in terminals Screw terminals Screw terminals Plug-in terminals Screw terminals

Protection rating IP 54 (when installed) IP 54 (when installed) IP 54 IP 54 IP 54 (when installed) IP 54

Permissible ambient temperature –25°C to +55°C –25°C to +55°C –25°C to +55°C –25°C to +55°C –25°C to +55°C –25°C to +55°C

Remote operation Yes Yes Yes Yes Yes Yes

Teach-in Yes Yes Yes Yes Yes Yes

Test detection area Yes Yes Yes Yes Yes Yes

Optional accessories

Surface-mount frame black, LUXA 103 BK (item number 9070843) No No Yes Yes No Yes

Surface-mount frame grey, LUXA 103 GR (item number 9070844) No No Yes Yes No Yes

theSenda S remote control (item number 9070911) Yes Yes Yes Yes Yes Yes

theSenda P remote control (item number 9070910) Yes Yes Yes Yes Yes Yes

theSenda B remote control (item number 9070985) Yes Yes Yes Yes Yes Yes

You can find further information, colour variants and accessories on our 
website at www.theben.de/en
Detection area according to sensNORM IEC 63180, see data sheet

Can be converted from  
ceiling to flush-mounted!

ID

EA
L FÜR LED

ID
EA

AL VOOR LED ID
EA

LE PER LED

ID

EA
L FOR LED

ID
ÉA

LE
 POUR LES LED

ID
EA

L PARA LED



9900639  1022    
Subject to technical changes and  

improvements.

Theben is a member of:

Theben AG 
Hohenbergstraße 32  ∙  72401 Haigerloch, Germany
Telephone +49 7474 692-0
info@theben.de  ∙  www.theben.de/en

Service hotline
hotline@theben.de
Telephone +49 7474 692-369
Mon–Thu 7:00–18:00, Fri 7:00–16:00

4 003468 992029


